
Toilet Rebuilds and Repairs 
High Water Pressure 

 
High water pressure can cause a 
toilet fill valve to malfunction.  If 
your pressure is above 60 psi, 
you have high water pressure. 
 
High water pressure can be 
corrected by installing a pressure 
reducing valve. 
 
Our technician will discuss this 
with you. 
 

Aggressive Water 
 

Aggressive Water can cause a 
toilet fill valve or flapper  to 
malfunction.  If you have hard 
water, or water that is corrosive, 
you have aggressive water. 
 
Aggressive water can be present 
in a toilet because of chlorine 
tablets. 
 
Our technician will discuss this 
with you. 

 
PROBLEM:    CAUSE:    RECOMMENDATION: 
 
Water trickles or runs into  Defective Fill Valve.   Complete Toilet Rebuild. 
bowl.     and/or Flush Valve. 
 
Water leaks between tank  Tank Seal defective.  Replace Tank to Bowl Kit. 
and bowl.         Suggest Complete Rebuild. 
 
Water leaks at base of toilet Bowl Seal defective.  Remove toilet and replace Seal. 
when flushed.        (Check for line stoppage.) 
 
Water always on floor at  Supply Valve leaking.  Replace Valve and Line. 
toilet.     Supply Line  leaking.  Replace Valve and Line. 
     Cracked Bowl or Tank.  Replace Compete Toilet. 
 
Toilet Rocks.    Loose Floor Flange.   Replace Floor Flange. 
 
Note:  When a toilet is removed from the floor always check Floor Flange.  If loose, replace. 
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